Delta-1

Compact Variable-Frequency Drive (VFD)

Delta-1 is a customized made variable-frequency drive (VFD)
by Delta company. All parameter presets are preprogrammed
and ready to be operated out of the box with the TrolMaster
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Connect the Delta-1 and the VFD-1 to the TrolMaster Hydro-X

Pro system and you can control the speed of AC motors

LQGXVWULDDO SKDVH IDQV HWF bIRU \RXU DSSOLFDWLRAQ
5 - FDEOH LV LQFOXGHG IRU FRQQHFWLQJ WKH "HOWD
7TUROODVWHU 9)°' PRGXOH b

*Note: VFD drives can only operate 3 phase fans / motors.
Single phase motors cannot be used with the VFD-1 or the
Delta-1 VFD drive.
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Delta-1

Input Output:Power ND(HD) 5HP(5HP)

Normal Duty 3PH 380-480V 50/60Hz 9.9A Normal Duty 3+ 9 $ .9% b

Heavy Duty 3PH 380-480V 50/60Hz 11.6A Heavy Duty 3PH 0-460V 9A 6.9KVA 3.7KW
Frequency Range 0-599Hz

Packaging Contents

Defta-1 Lec Package Dimensions

12ft RJ45 1pc _ PP/ [ PP: [ PP +obD
Size 9/ | 9 : | 9 + b
Gross Weight 3.7Ibs/1.68kg

Working Environments

IP20/UL Open-Type (rated-20°C to 50°C Ambient)

NEMA 1/UL Typel when installed with conduit box kit

(rated-20°C to 40°C Ambient)
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Email: support@trolmaster.com

TrolMaster Phone: 877-420-9876



